
2.5-6 mm2
Basic terminals

1.1.16

- Clamping unit of nickel-plated brass 
- Connecting bar of nickel-plated 

copper alloy
- Screws of stainless steel
- For insulated, recessed and separable

cross-connections
- Marking facilities on both sides
- Earthing terminals with connection to 

mounting rail: see pages 1.1.18-1.1.20
- Ex terminals also available 

(see Ex flyer)

PA 66

A r t i c l e  n u m b e r s
Ratings 0.5-2.5 mm2 22-14 AWG

750V/24A 600V/15A
0.5-4 mm2 22-10 AWG
750V/32A 600V/30A

0.5-6 mm2 22-10 AWG
750V/41A 600V/30A

grey
blue
green/yellow(insulated earthing conductor)

30150GR
30150BL
30150E

3450GR
3450BL
3450E

3452/6GR
3452/6BL
3452/6E

Special colors (see following pages) brown, yellow, green, orange, red, black, white brown, yellow, green, orange, red, black, white

T e ch n i ca l  da t a
Connecting capacity mm
Clamping screws
Central thread
Strip insulation mm
Clamping couple for 
electric screw-driver Nm
Packing unit pcs

2.4 x 5.2
M2.5
M2.5
10

0.6
50

3.2 x 4.6
M3
M3
9

0.7
50

3.8 x 5
M3
M3
12

0.7
50

A cce s s o r i e s  se e  pa g e s  1 . 1 . 7 1  t o  1 . 1 . 1 0 7
Test adaptors 80247

80248
80070
2737

80220/6

80070
2737

Marking accessories
RBE5

RB/5x9
6 labels
2 labels

3957/.
3958/.

RB/6x12

8 labels
8 labels
2 labels 

3957/.
3958/.

RB/6x12

8 labels
8 labels
2 labels

End barriers
Partitions
Push-in barriers
Stoppers
Stoppers

3460
3461
80256
3418
30370

3460
3461
80256
3418
30370

3464
3465

/
3418
30370

Insulated cross-connections
for 2, 3, 4, 5 or 10 terminals

Connecting pins
Links
Cross-junction racks 

81505/2
81505/3
81505/4
81505/5
81505/10
81505
30408
30790

81506/2
81506/3
81506/4
81506/5
81506/10
81506
81410L
30791

81507/2
81507/3
81507/4
81507/5
81507/10
81506
81452L

/

Terminal covers 
for 4, 5, 6, 7 or 8 terminals

Fastening screws 
Sealing eyelets 
Sealing screws

81401/4
81401/5
81401/6
81401/7
81401/8
08569
81440

/

3886/4
3886/5
3886/6
3886/7
3886/8

17402 / 01068
81440
3512

3826/4
3826/5
3826/6
3826/7
3826/8

17402 / 01068
81440
3512

Warning plates / 80049/4 80049/6

Covers to cross-connectors 30421 30422 30422

36

45

5

36

45

62.5 4 6

42

45

7



10+16 mm2
Basic terminals

- Clamping unit of nickel-plated brass 
- Connecting bar of nickel-plated 

copper alloy
- Screws of stainless steel
- For insulated, recessed and separable

cross-connections
- Marking facilities on both sides
- Earthing terminals with connection to 

mounting rail: see pages 1.1.18-1.1.20
- Ex terminals also available 

(see Ex flyer)

PA 66

1.1.17

A r t i c l e  n u m b e r s
Ratings 0.5-10 mm2 18-8 AWG

750V/57A 600V/50A
2.5-16 mm2 14-4 AWG
750V/76A 600V/85A

grey
blue
green/yellow(insulated earthing conductor)

3452/10GR
3452/10BL
3452/10E

3452/16GR
3452/16BL
3452/16E

T e ch n i ca l  da t a
Connecting capacity mm
Clamping screws
Central thread
Strip insulation mm
Clamping couple for 
electric screw-driver Nm
Packing unit pcs

4.8 x 5.2
M4
M3
13

1.5
50

6.5 x 6.8
M5
M4
13

2.1
50

A cce s s o r i e s  se e  pa g e s  1 . 1 . 7 1  t o  1 . 1 . 1 0 7
Test adaptors 80070

2737
80071

Marking accessories 3957/.
3958/.

RB/6x12

8 labels
8 labels
2 labels

3957/.
3958/.

RB/6x12

8 labels
8 labels
2 labels 

End barriers
Partitions
Stoppers
Stoppers

3464
3465
3418
30370

3464
3465
3418
30370

Insulated cross-connections
for 2, 3, 4, 5 or 10 terminals

Connecting pins
Links
Cross-junction racks 

81508/2
81508/3
81508/4
81508/5
81508/10
81508
81412L
30792

81541/2
81541/3
81541/4
81541/5
81541/10
81541
81414L

/

Terminal covers 
for 4, 5, 6, 7 or 8 terminals

Fastening screws 
Sealing eyelets 
Sealing screws

3887/4
3887/5
3887/6
3887/7
3887/8
01068
81440
3512

3868/4
3868/5
3868/6
3868/7
3868/8
01162
81441

/

Warning plates 80049/10 80049/16

Covers to cross-connectors 30422 /

42

45

8

42

45

1110 16

Color
terminals

The basic terminals 2.5 and 4 mm2of
this series are also available in follow-
ing colors

Basic terminals 2.5 mm2

brown 30150BR
yellow 30150GE
green 30150GN
orange 30150OR
red 30150RO
black 30150SW
white 30150WE

Basic terminals 4 mm2

brown 3450BR
yellow 3450GE
green 3450GN
orange 3450OR
red 3450RO
black 3450SW
white 3450WE

As the current-carrying capacity of a
separately laid conductor may be
higher than the one of the same con-
ductor within a cable loom, the testing
laboratories don’t attribute anymore
a fixed value but make the permissi-
ble load dependent on the cable lay-
ing technique.

Technical
information
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